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INTRODUCTION TO 80x86 PROCESSORS

 The origin of 80x86 processors began in the year 1978 with

the introduction of 8086 processor.

 Similar to the 8086 processor, 8088 processor was invented

which had 16 bit registers similar to 8086 processor.

 The major difference between 8086 and 8088 is that 8086 had

a 16-bit external data bus and a 16-bit internal data bus

whereas the 8088 processor had an 8-bit external data bus and

a 16-bit internal data bus.

 Similarly 80186/80188 processors were invented which

consist of additional reserved interrupt vectors.
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 Then later 80286 processor was invented which has several new features

compared to 8086.

 This 80286 has got two different operating modes i.e. real address mode

and protected address mode.

 In real mode the 80286 uses 24 bits to address up to 16 megabytes of

memory. In the protected mode the 80286 uses 32 bits to address up to 1

gigabyte of memory.

 The 80386 added memory paging and introduced 32-bit processing. The

size of data registers were increased to 32 bits.

 The 80486 had an 8 KB on-chip SRAM cache stores the most commonly

used instructions and data (16 KB and/or write-back on some later models).

The 80386 had no such internal cache but supported a slower off-chip

cache.

 The 80486 has a 32-bit data bus and a 32-bit address bus. The 32-bit

address bus means that 4 GB of memory can be directly addressed.
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INTERNAL ARCHITECTURE OF 80386 
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 To enhance the performance 80386 has six functional units

which are processed in parallel.

 The bus unit

 The prefetch unit

 The decode unit

 The execution unit

 The page unit

 The segment unit

Bus unit:

 Used to interface to the external devices.

 Provides a 32-bit data bus, 3-bit address bus, and various other

signals needed to control the transfers over the bus.

 8-bit, 16-bit, 32-bit data transfers are supported.

 80386 has separate pins for address and data bus lines.
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 The processing unit contains

 Latches and drivers for address bus

 Transceivers for data bus

 Control logic for signaling with respect to memory input/output or

interrupt related bus cycle is to be performed.

Prefetch Unit:

 Performs a mechanism known as instruction stream queue.

 This queue permits a prefetch up to 16 bytes of instruction

code.

 If the queue is not full and execution unit is not performing

any kind of read/write operations from the memory, the

prefetch unit will signal the bus interface unit to fetch the next

sequential instructions.

 Prefetch instructions are held in the FIFO queue.
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 The bytes loaded into the queue are automatically shifted up through the

queue to empty the location near the output.

Decode unit:

 Accesses the output end of prefetch unit.

 Reads the machine code instructions from the prefetch unit and decodes

them into microcode instruction format used by the execution unit.

 The decode unit use three fully decoded instructions to be used by the

execution unit.

 Performance of the CPU is increased.

Execution unit:

 Involves ALU operations, special multiply-divide, and shift hardware and a

control ROM.

 Control ROM contain the microcode sequences that define the operation

performed by each of the machine code instructions.

 Reads the decoded instructions from the instruction queue and perform the

operations that are specified.
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Page and Segment unit:

 Provide the memory management and protection services for 80386

processor.

 They offload the responsibility for address generation, address translation

and segment checking from the bus interface unit and thereby further

boosting the performance of the CPU.

 The segment unit contains the dedicated hardware for performing high

speed address calculations, logical to linear address translation, and

protection checks.

 Paging unit implements the protected mode paging model of the 80386

memory management.

 Page unit contains the buffer which stores recently used page directory, and

page table entries.

 When paging is enabled, the linear address produced by the segment unit is

used as the input to the paging unit.

 The linear address is translated into the physical address of the memory or

I/O location to be accessed.
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INTERNAL ARCHITECTURE OF 80486
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 The 80386 and 80486 microprocessor has the following units

common with respect to internal architecture.

 Code prefetch unit:

 Program look ahead function.

 16-byte code queue.

 Instruction Decode Unit:

 Takes from prefetch queue

 Translates instructions into microcode.

 Stores in instruction queue for EU

 Segmentation Unit:

 Translates logical address into linear address.

 Checks for bus cycle segmentation violations.

 Paging Unit:

 Translates linear address to physical address.
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New units included in 80486:

Cache Unit:

 Cache Memory is a special very high-speed memory. It is used to

speed up and synchronizing with high-speed CPU.

 Cache memory is used to reduce the average time to access data from

the Main memory.

 If the processor finds that the memory location is in the cache, a cache

hit has occurred and data is read from cache If the processor does not

find the memory location in the cache, a cache miss has occurred.

Control Unit:

 Interpret instructions from IDU to controls Instruction Unit, Floating

Point Unit, and Segmentation Unit.

Integer Unit:

 Identifies where the data is located.

 Perform arithmetic and logical instructions.
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SPECIAL PURPOSE REGISTERS

 The 80386 has eight 32 - bit general purpose registers

which may be used as either 8 bit or 16 bit registers.

 A 32 - bit register known as an extended register, is

represented by the register name with prefix E.

 Example : A 32 bit register corresponding to AX is EAX,

similarly BX is EBX etc.

 The 16 bit registers BP, SP, SI and DI in 8086 are now

available with their extended size of 32 bit and are

names as EBP,ESP,ESI and EDI.

 AX represents the lower 16 bit of the 32 bit register EAX.
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 BP, SP, SI, DI represents the lower 16 bit of their 32 bit

counterparts, and can be used as independent 16 bit registers.

 The six segment registers available in 80386 are CS, SS, DS,

ES, FS and GS.

 The CS and SS are the code and the stack segment registers

respectively, while DS, ES,FS, GS are 4 data segment

registers.

 FS is used to point to the thread information block (TIB) on

windows processes . GS is commonly used as a pointer to a

thread local storage (TLS) .

 A 16 bit instruction pointer IP is available along with 32 bit

counterpart EIP.
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Special Registers of 80386:

 Control Registers: The 80386 has three 32 bit control registers

CR0,CR1,CR2,and CR3 to hold global machine status

independent of the executed task. Load and store instructions

are available to access these registers
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 CR0 is 32 bits long on 80386 processors. On X86-X64 processors it is 64

bits long. CR0 has various control flags that modify the basic operation of

the processor.

 CR1 is reserved.

 CR2 contains a vaAlue called Page Fault Linear Address (PFLA). When a

page fault occurs, the address of that page is stored in CR2 register.

Debug registers:
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 Debug registers are accessed by variants of MOV instruction.

A debug register may be either source operand or destination

operand.

Breakpoint field recognition:

 The linear address field for each of the four breakpoint

conditions define a range of sequential byte addresses.

 LEN field permits a specification of one/two/four byte field.

Two byte fields must be aligned on word boundaries

(addresses that are multiple of two) and four byte fields must

be aligned on double word boundaries.

DR6:

 B0-B3 bits are set when the processor detects an enabled

debug exception.
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 BT bit is associated with the T bit (debug trap bit) and this BT

bit is set before entering the debug handler if a task switch has

occurred.

 BS bit is associated with trap flag i.e. will be set if debug

handler is entered due to occurrence of single step execution.

 BD bit is set if the next instruction will read or write one of the

eight debug registers.

 The processor will never clear the DR6 bits. The debug

handler should move zeroes to DR6 immediately before

returning.

DR7:

 Known as debug control register.

 Helps to define the debug conditions and selectively enables

and disables those conditions.
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 DR0-DR3 has the corresponding fields R/W0 through R/W3

and the processor interpret these bits as follows:

 00 – break on instruction execution only

 01 – break on data writes only

 10 – undefined

 11 – break on data reads or writes but not instruction fetch

 LEN0-LEN3 specify the length of the data to be monitored. A

length of 1,2, or 4 bytes may be specified. The values are

interpreted as follows:

 00 – one byte length

 01 – two byte length

 10 – undefined

 11 – four byte length

 If RWn is 00 then LENn should also be 00.
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Test register (80486):

 This register is used to do a self test.

 Named as TR3 to TR7.

 TR6 was known as test command register and TR7 was known

as test data register.

 These registers were accessed by MOV instruction. A test

register may be either source operand or destination operand.

Flag register of 80386:
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Virtual Mode Flag:

 If this flag is set then 80386 enters the virtual 8086 mode

within the protected mode.

 This bit is to be set only when the 80386 is in protected mode.

 This bit can be set by using IRET instruction or any task

switch operation only in the protected mode.

Resume Flag:

 It is checked at the starting of the each instruction cycle and if

it is set then any debug fault is ignored during the instruction

cycle.

 The RF is automatically reset after successful execution of

every instruction except for IRET and POPF instructions.
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MEMORY ORGANIZATION

 The Physical memory of 80386 is organized as a sequence of

bytes. Each byte is assigned a unique address that ranges from

zero to a maximum of 2^(32) -1 (4 gigabytes).

 The two types of memory models in 80386 are

 A "flat" address space consisting of a single array of up to 4 gigabytes.

 A segmented address space consisting of a collection of segments.

Flat Model:

 In a flat model , memory is considered as a single array up to

4GB. The processor maps the 4 GB flat space onto the

physical address space by the address translation mechanisms.

 A pointer into this flat address space is a 32-bit ordinal number

that may range from 0 to 2^(32) -1.
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Segmented Model:

 In Segmented model, address space is viewed as collection of

segments. The segmented model can consist of 16,383

segments (2^14 - 1).

 Each segment is considered with a specified length. A segment

is considered as a unit of contiguous address space.

 Segment sizes can range from one byte to a maximum of 2^32

bytes (4 GB).

 A pointer in this address space consist of two parts:

 A segment selector, which is a 16 bit field that identifies a segment.

 An offset of size 32 bits.

Microprocessors and Microcontrollers



Aditya Engineering College  (A)

INTRODUCTION TO MODES OF 80386

 After reset operation is performed the 80386 processor will

enter into real address mode and will simply act as a 8086

microprocessor.

 The virtual mode also known as V86 mode allows the

programmer to execute 8086 applications without disturbing

the protection mechanism.

 The 80386 processor can switch from protected mode to

virtual mode to execute 8086 applications and then return to

protected mode.

 In real address mode the 80386 will act as 8086

microprocessor but will act as 32 bit registers.

Microprocessors and Microcontrollers



Aditya Engineering College  (A)

PROTECTED MODE OF 80386

 All the capabilities of 80386 can be utilized in protected mode

of operation.

 In this mode, 80386 can address up to 4GB of physical

memory and 64TB of virtual memory address space.

 The protected mode allows the use of additional instructions,

addressing modes of 80386.

Addressing in protected mode:

 The contents of segment registers are used as selectors to

address descriptors which contain the segment limit and base

address of the segment.

 The effective address (offset) is added with segment base

address to calculate linear address.
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 If the paging unit is enabled the linear address is converted

into physical address. If the paging unit is disabled then the

linear address is used as physical address.

 The paging unit is a memory management unit enabled in

protection mode.

 The paging unit allows to handle large segments of memory in

terms of pages of 4Kbyte size.

 The paging unit operates under the control of segmentation

unit.
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Protected mode addressing without paging unit:
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Paging unit enabled in protected mode addressing:
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VIRTUAL MODE OF 80386

 In virtual mode, the 80386 can run all the 8086 applications in

virtual mode.

 Generally to enter into 8086 microprocessor the 80386 has to

be reset.

 To overcome this limitation the virtual 8086 mode has been

introduced so that there is no need to do reset operation if the

programmer wants to do 8086 programs.

 The concept of paging enabled in 80386 microprocessor

enables it to organize the available physical memory into

pages of 4k bytes each.

 The processor can switch from protected mode to virtual mode

by setting VM bit in the flag register to logic 1.
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 The virtual mode permits the execution of 8086 applications

with all protection features of 80386.

 In virtual mode, paging can be enabled to run multiple virtual

mode tasks to provide protection mechanism.

 When paging is enabled the 20 bit linear address can be

divided into 256 pages and each page can be located anywhere

in the 4KB physical address space of 80386.
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PAGING MECHANISM OF 80386

 The below figure depicts the working of normal execution of

program in the processor physical memory.
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Paging mechanism:
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 All the tasks are shared in physical memory so that

multitasking is achieved in paging mechanism.

 The segmentation scheme divides the memory into variable

size segments but the paging divides the memory into fixed

size pages.

 The limitation with variable size segments is that multitasking

cannot be done. In fixed size pages, the multitasking feature is

available.

 The advantage of the paging is that the complete segment of

the task need not be in the physical memory at any time.

 Only few pages which are currently required for execution will

be made available in the physical memory. This reduces the

memory requirement of the task which will be made available

for other tasks.
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 If the other pages are required for execution they may be

fetched from the secondary storage.

 The executed page need not be available in the memory and

the space occupied by them will be used for other tasks.

Page descriptor base register:

 The control register CR2 is used to store the 32 bit linear

address at which the previous page fault was detected.

 The page directory physical base address will be stored in CR3

register.
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 PE means protection enable which causes the processor to work in

protected mode.

 MP means math present controls the function of WAIT instruction used to

coordinate a processor.

 EM means emulation indicates whether coprocessor functions need to be

emulated.

 TS means task switch which is enabled the processor whenever there is

task switching.

 ET means extension type which indicates the type of the coprocessor is

present in the system (80287/80387).

 PG means paging which indicates whether the processor uses page tables to

translate linear addresses into physical addresses.

 CR3 register is of 32 bits size, of which 20 bits are used for Page Directory

Base Register (PDBR). The bits from 8 to 11 are unused and bits from 0 to

7 are reserved.
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Paging unit:

 The paging unit of 80386 uses a two level table mechanism to

convert a linear address into physical address.

 The paging unit coverts the complete task into pages each of

size 4K. The task is handled in terms of its page rather than

segments.

 The paging unit handles the task in terms of three components

named: page directory, page tables, and page itself.

Page tables

 Each page table is of 4KB in size and contain a maximum of

1024 entries.

 The page table entries contain the starting address of the page

and statistical information about the page.
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Page directory

 This is 4KB in size. Each directory entry is of 4 bytes and thus

a total of 1024 entries are allowed in a directory.

 The 10 bits of the linear address are used as a index to the

corresponding page directory entry.

 The page directory entry frame format is shown below.

A bit means access bit.
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 The U/S (User/Supervisory) bit and the R/W (Read/Write) bit

are used to provide protection.

 The level 0 has the highest privilege and level 3 has the least

privilege.
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Paging mechanism:
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 The offset address is of 12 bits size. The page table is of 10

bits size. The directory is also of 10 bits size.

 CR3 register will contain the directory base address which will

be added to the offset of directory bit which gives the address

of page table.

 The address obtained is the base address of that page table.

This will be added with the offset address of the table which

gives the address of the page base.

 The page base will be added with 12 bit offset which will give

the actual address of the page.
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DIFFERENCES BETWEEN 80386 AND 80486
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RISC  VS CISC
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